MICROTECH GEFELL /ﬁ ~ TheVintage Line <

C\ . o
microphones & ocoustic systems - founded 1928 by Georg Neumaonn [ake the (ﬂ'lgllhlz’

/

Vintage Studio Microphone UM 57

e  Condenser microphone

e  Omni/ cardioid / fig-8

e M7 Large diaphragm capsule
e  PVCdiaphragms

e Valve pre-amplifier

e With power supply

The Vintage Studio Microphone UM 57 is the original reissue
of the famous Neumann Gefell UM 57 microphone with the
legendary M7 capsule made with gold-sputtered PVC
diaphragms. The unique character of this valve (vacuum
tube) microphone has defined the sound of the era and is

The UM 57 was originally launched in 1957 and was appreciated by numerous artists and producers all over the
manufactured at the Neumann factory in Gefell, then in world.

East Germany (Neumann microphones made in Gefell had

the circular Neumann badge). The change of name for the The M7 capsule has a single back-plate which means the
Gefell factory after 1972 was a requirement of the East diaphragms are closer together than most switchable
German government of the time. microphones, resulting in better polar-patterns at high

frequencies.

For many years it was the “go to” microphone of choice.
The valve pre-amplifier is equipped with an EF86 pentode

By popular demand Microtech Gefell have now re-released working as a triode, selected for its sonic characteristics. The

this superb microphone. UN 57 power supply provides the operating voltages for the
microphone and enables remote switching of. The three
polar-patterns: omni-directional, cardioid and figure-8. It is

Official UK Distributor: mains powered with a switchable AC voltage of 115V or

230V / 50 or 60 Hz. The UN 57 has an on/off switch, a polar-
pattern selector switch, a 7-pin Tuclel connector for the

S D U n d - Lin k microphone and an XLR-3M audio output connector.
prOAU d | O The Vintage Studio Microphone UM 57 and the UN 57 power

supply have a hammered grey patina finish and comes
complete with the C-tube microphone cable, EA 92 elastic

WWW.SDUﬂd-"ﬂk.CO.UI( suspension in a carrying case.
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Vintage Studio Microphone UM 57

Technical Data

Polar pattern

The Vintage Line
ke the otiginal

omni, cardioid, figure of 8

Acoustic operating principle

Pressure gradient transducer

Frequency range

20 Hz to 20,000 Hz

Sensitivity at 1 kHz 17 mV/Pa
Output impedance 200 Ohm
Noise level DIN EN 60268-4 16 dB(A)
CCIR 468-4 24 dB
Signal-to-noise ratio A-weighted 78 dB
CCIR weighted 70 dB
SPL for THD 0,5 % 120dB
Dynamic range 104 dB
DC power supply 120V -
Anode current 1TmA-
Heater voltage 58V-
Heater current 200 mA -
Tube (low-noise) EF 86
Output connector microphone 7-pin
power supply XLR3M
Weight 430¢g
Length 197 mm
Diameter 42 mm
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